
FEATURES & BENEFITS
• Internal / External usage

• Easy install

• Up to 2000 users

• Supports 4 digit PIN code & fob

• Touch keypad

• IP68 rated

• Re-settable call point for emergency release

• Nominal Holding Force up to - 600 lbf (272 kgf)

AKT4251
Internal & External Kit with Bluetooth / WiFi

A full purpose Fire Rated installation kit including cable for easy installation on timber doors E30/E60 and an 
IP68 rated keypad.

The keypad can be installed either internally or externally to meet with your requirements, all other components 
must be fitted internally.

ADP121A: 
APX-14T:

AEMBR089F:
AEM10001:

FP3/GR:
AEB1NR: 

SINAEM1:
CAB6/WH/20: 

12V 1A Power Supply
Internal/External IP68 Keypad
Z & L Bracket
Unmonitored Slimline Electro-magnetic Lock
Manual Call Point
‘PRESS TO EXIT’ Rocker Switch
Graphite Intumescent for Magnet
20m of 6 Core Cable

KIT CONTENTS:

Product Code: AKT4251

Description: Internal / External Kit with 
Bluetooth / WiFi

Box Dimensions: 290 x 290 x 390mm

Weight: 6.75kg

https://www.discountfiresupplies.co.uk/

